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ANTI-SCRATCH MIRROR

Silver Mirror Anti-scratch Fxtruded PMMA Sheet

The sheet is coated on one side and is particularly recommended for demanding
applications exposed to heavy wear and frequent cleaning with a resistant surface to
abrasion and chemicals.

Excellent resistance
to abrasion and

chemicals Almost UV
resistant (99,7%)

y:

Excellent surface
appearance

- ANTI-SCRATCH

g

Fxcellent brilliance Light weight

Half the weight

Outstanding weather of glass

resistance

Product range
The sheets are available in the following sizes and thicknesses:

3050x2050 mm from 2 up to 6 mm
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Technical data

CHEMICAL RESISTANCE* ANTI. SCRATCH UNCOATED
(Anti-scratch side) SHEET SHEET
Acetone >24 hrs <135 min
Oitne ceid (10% > 24 hrs > 24 hrs
Disinfectant > 24 hrs » 24 hrs
Ethyl clcohel (96%) > 24 hrs <« 24 hre
Ethyl ccetate cnd butyl ocetate (2:1) > 24 hrs <15 min
Gesoline >24 hrs «24 hrs
Hydrochleric acid (32%) > 24 hrs » 24 hrs
Tsepropyl alcohel v 24 e » 24 hrs
Methyl alcohel >24 hrs <24 hre
Sodium carbonate (10%) >24 hrs > 24 hrs
Sodium chloride (15%) » 24 hes > 24 hes
Sodium hydroxide (30% > 24 hrs > 24 hrs
Solfuric acid (30% >24 hrs » 24 hrs
Toluene > 24 s <15 min

* The chamical resisTonce TesT IS performed in occordonce with DIN EN
12720. The zheet surfaces are wisually examined at the following intervals: 15
min, | hour end 24 hours. The surfoce shows no change after the stoted time.
The test surfoce connot be Jdistingushed from the sarounding oreo.
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PHYAICAL PROPERTIES ANTI- SCRATCH UMCOATED
T
(clear material, 3 mm thickness) TEOT STANDSD ) SHEET SHEET

Machanicol properties

Tensile strenght DIMNEN IS0 527 WFa &75 T2
Medulus of elasticity DINENISO 527 WFa 3450 3300
Impact strergth DIN EN 150 527 ki/m*® 10 15

Tharmal properties

Wicat sofrering point IS0 306, method B 50 b ] 106 103
Flame resistance DIN 4102 B2 B2
DINEN 13501 E E
Yonicity ALTM 3,0005 v meets
regurements requirements
Smoke density ALTM 2,0007 / FAR 25 853 na—— meets
regurements requirements

Abrasion resistonce of cogting

Taober abrosion 150 9352 % Hoze «3 20-30

Felling sand rest DIN 52348 ed/lxm®) 23 22

Penzil hardress DINEN13523-4 oM ZH

Adhesion CIN ENISO 2409 670 .
MNoTe:

This information and all further technical advice i baged on cur present krowledge and experience. However, it implies no liability or
other legal resporgibility on our part, also with regerd Yo existing third party intellectual property rights, especially patent rights. In
pn tiubor, v warvonty, whether express v oinplied, o yaurontes of product propecties in the hega! serge is iatended v mplied. We
reserve the right to make ony changes according to technologucal progress er further developments, The customer s not released
from the obligation ta cenduct coreful inspection and testing of ircoming goeds. Performance of the product described herein should
ba varifiad by tacting, which chauld ba carriad sut anly by qualifiad axparte in tha cola racpencibidiry of a cuetemar,
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